
/i_t -3 o ._:-;¢&,f

P

Analysis of Film Cooling in Rocket Nozzles:

Final Report

Contract #NAG8-212, Task No. 3

Prepared by

Keith A. Woodbury

Department of Mechanical Engineering

College of Engineering

The University of Alabama

Tuscaloosa, Alabama 35487

Prepared for

NASA/MSFC

(Through University of Alabama in Huntsville)

BER Report No. 596-37

September, 1993

(NASA-CR-194674) ANALYSIS OF FILM

COOLING IN ROCKET NOZZLES Final

Report (Alabama Univ.) 49 p

N94-19438

Uncl_s

G3/20 019369]



THE UNIVERSITY OF ALABAMA
COLLEGE OF ENGINEERING

The College of Engineering at The University of Alabama has an undergraduate enroll-
ment of 1,800 students and a graduate enrollment exceeding 250. There are approximately
100 faculty members, a significant number of whom conduct research in addition to

teaching.

Research is an integral part of the educational program, and research interests of the

faculty parallel academic specialities. A wide variety of projects are Included in the overall
research effort of the College, and these projects form a solid base for the graduate
program which offers fourteen different master's and five different doctor of philosophy
degrees.

Other organizations on the University campus that contribute to particular research
needs of the College of Engineering are the Charles L. Seebeck Computer Center, Geologi-
cal Survey of Alabama, Marine Environmental Sciences Consortium, Mineral Resources
Institute--State Mine Experiment Station, Mineral Resources Research Institute, School
of Mines and Energy Development, Tuscaloosa Metallurgy Research Center of the
UoS. Bureau of Mines, and the Research Grants Committee.

This University community provides opportunities for interdisciplinary work in pursuit
of the basic goals of teaching, research, and public service.

BUREAU OF ENGINEERING RESEARCH

The Bureau of Engineering Research (BER) is an integral part of the College of Engineer-
Ing of The University of Alabama. The primary functions of the BER include: 1) identifying
sources of funds and other outside support bases to encourage and promote the research
and educational activities within the College of Engineering; 2) organizing and promoting
the research interests and accomplishments of the engineering faculty and students;
3) assisting in the preparation coordination, and execution of proposals, including research,
equipment, and instructional proposals; 4) providing engineering faculty, students, and staff
with services such as graphics and audiovisual support and typing and editing of proposals
and scholarly works; 5) promoting faculty and staff development through travel and seed
project support, incentive stipends, and publicity related to engineering faculty, students,
and programs; 6) developing innovative methods by which the College of Engineering can
increase its effectiveness In providing high quality educational opportunities for those with
whom it has contact; and 7) providing a source of timely and accurate data that reflect
the variety and depth of contributions made by the faculty, students and staff of the College
of Engineering to the overall success of the University In meeting its mission.

Through these activities, the BER serves as a unit dedicated to assisting the College
of Engineering faculty by providing significant and quality service activities.





Analysis of Film Cooling in Rocket

Final Report

Contract #NAG8-212, Task No. 3

Nozzles:

Prepared by

Keith A. Woodbury

Department of Mechanical Engineering

College of Engineering

The University of Alabama

Tuscaloosa, Alabama 35487

Prepared for

NASA/MSFC

(Through University of Alabama in Huntsville)

BER Report No. 596-37

September, 1993



Abstract

This report summarizes the findings on the NASA contract #NAG8-212, Task No. 3.

The overall project consists of three tasks, all of which have been successfully com-

pleted. In addition, some supporting supplemental work, not required by the contract,

has been performed and is documented herein.
Task 1 involved the modification of the wall functions in the code FDNS to use a

Reynolds Analogy-based method. This task was completed in August, 1992.

Task 2 involved the verification of the code against experimentally available data.

The data chosen for comparison was from an experiment involving the injection of

helium from a wall jet. Results obtained in completing this task also show the sensi-

tivity of the FDNS code to unknown conditions at the injection slot. This task was

completed in September, 1992.

Task 3 required the computation of the flow of hot exhaust gases through the

P&W 40K subscale nozzle. Computations were performed both with and without

film coolant injection. This task was completed in July, 1993.

Findings

The FDNS program tends to overpredict heat fluxes, but, with suitable modelling

of backside cooling, may give reasonable wall temperature predictions.

For film cooling in the P&W 40K calorimeter subscale nozzle, the average wall

temperature is reduced from 1750R to about 1050R by the film cooling. The average

wall heat flux is reduced by a factor of 3.
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Chapter 1

Introduction

1.1 Background

Analysis of film cooling in rocket nozzles by computational fluid dynamics (CFD)

computer codes is desirable for two reasons. First, it allows prediction of resulting flow

fields within the rocket nozzle, in particular the interaction of the coolant boundary

layer with the main flow. This facilitates evaluation of potential cooling configurations

with regard to total thrust, etc., before construction and testing of any prototype.

Secondly, CFD simulation of film cooling allows for assessment of the effectiveness of

the proposed cooling in limiting nozzle wall temperature rises. This latter objective

is the focus of the current work.

A NASA code is available for the analysis of CFD processes. The FDNS (Finite

Difference Navier Stokes) code was commissioned by MSFC and was authored by

SECA, Inc. in 1990. The FDNS code uses a central differencing scheme, coupled

with artificial damping to capture shock waves, to solve for the heat, mass, and

momentum conservation within an arbitrary geometrical domain. The code uses

either a "standard" or "extended" k-e turbulence model with an implementation of

Launder and Spalding-like [1]wall functions for modeling of solid wall boundaries.

Furthermore, the code allows for either equilibrium or finite-rate chemical reactions.

A major re-write of the code was performed over 1991-92 by Dr. Y. S. Chen, now

of Engineering Sciences Incorporated (ESI). The resulting code is streamlined, has

3-D capability, but is limited to finite-rate chemical reactions. This code also has

three turbulence models: standard k-e, "extended" k-e, and a low Reynolds number

]¢-e.

During the summer of 1991, Keith Woodbury of The University of Alabama per-

formed computations using the NASA code FDNS for high-speed flow of air over an

isothermal flat plate. The focus of his analysis was on the computed heat flux from

the wall. The results showed that the FDNS code predicted heat fluxes about an

order of magnitude lower than those measured under similar conditions in a shock

tunnel. The explanation for the discrepancy is two-fold. First, the k-c turbulence

model used in FDNS does not account for the retarded velocity of the fluid in the

near-wall region. Secondly, the particular form of the wall function used as a bound-
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Task One.

Task Two.

Task Three.

Modify the boundary wall functions in the FDNS

code to include either an implementation of either a

Reynolds Analogy-based method or the Jones-Whitelaw

wall function. This task addresses the code's deficiency

in modeling the viscous heating near the wall.
Calibrate the FDNS code against published experimental

data. Specifically, the code will be used to compute the

helium film cooling from a wall jet.
Use the modified code to compute the flow of hot gases

through a nozzle. For this case, the nozzle geometry

currently planned for the 40K subscale nozzle test is to

be used. The gas composition will be frozen, i.e., non-

reacting, and the film coolant used will be ambient hy-

drogen.

Table 1.1: Tasks to be completed under project

ary condition for the energy equation does not adequately account for the effect of

viscous heating in the near-wall region.

1.2 Project Plan

The desired objective is to use the FDNS code to predict wall heat fluxes or wall

temperatures in rocket nozzles. As prior work [2] has revealed that the FDNS code is

deficient in the thermal modeling of boundary conditions, the first step is to correct

these deficiencies in the FDNS code. Next, these changes must be tested against

available data. Finally, the code will be used to model film cooling of a particular

rocket nozzle. Table 1.1 summarizes the tasks to be completed under this project.

The modifications to the FDNS code will be in the handling of the thermal bound-

ary condition at the solid wall. The goal is to introduce as few changes as possible into

the FDNS code, but enough to bring predictions from FDNS in line with available

data. Previous work [2] demonstrated that a simplistic Reynolds' Analogy brought

the FDNS code predictions for wall heat flux into reasonable agreement with data for

the case of flow over an isothermal plate. Such a modification will be introduced in

the wall functions in the FDNS code, and it will be determined if this alteration is

adequate in Task 2. If not, an alternate form of the wall functions (due to Jones and

Whitelaw) has been reported to yield good estimates for the wall jet problem [3] and

this will be implemented and verified in Task 2.

Verification of the FDNS code modifications will be accomplished by comparing

the code predictions to the experimental data of Holden [4]. The basis for comparison

will be the predicted wall heat flux and the wall static pressure. Specifically, Holden's
case number 45 will be considered. Case 45 is for supersonic injection of Helium

coolant (To = 530 R, M = 3) parallel and into the flow of air at the nominal conditions

T0 = 2200 R and M_o = 6.4 via a wall jet.

The code will ultimately be used to compute the flow through a rocket nozzle,
4



with supersonicfilm coolant injection. The geometryof the nozzle,gascomposition,
and coolant injection schemeto be usedin the computation will be that of the P&W
40K SubscaleNozzle. This information wasdisseminatedat the CFD Consortium in
Propulsion Technologymeetingof August 1, 1991.

1.3 Supplemental Work

As a supplement to the Task 2 objective of FDNS code verification, the code will

be used to compute the flow of hot exhaust gases through a 40K combustor. This

combustor is the same as the configuration tested by Dexter [5] at MSFC. This article

Was fitted with a calorimeter jacket, and the data from Dexter was obtained for com-

parison. This provides a measure of the suitability of the code for use in combusting,

accelerating flows.

As a supplement of Task 3, a novel approach to solution of the conjugate heat

transfer problem will be used. This approach provides a simple, iterative method

which can be applied when adequate knowledge of the backside cooling is available.

o



Chapter 2

Task 1: Wall Functions

Task 1 of the project was completed in August, 1992. The then-current version of

the code was obtained from Dr. Y. S. Chen of ESI on August 3, 1992. This version

contained a heat flux wall function similar to the one recommended by Woodbury [2].

This function was modified to make it conform to the Reynolds-Analogy desired for

this project.

The current formulation of the code, the wall function for the energy equation has

a form

qw = (h_ - hp - Pr_(up - u_)2/2)(r_/%) (2.1)

where h_ and hp are the enthalpies of the walt and the adjacent point away from the

wall, respectively; u_ and up are the velocities, T_ is the wall shear stress, and Prt is

the turbulent Prandtl number, taken to be Prt = 0.90.

Note that this wall function is similar to the Reynold's Analogy model proposed in

Reference [2]. That function follows from the definition of the heat transfer coefficient,

hco,_,, for a compressible boundary layer (Shapiro [6], page 1100)

qw=hco_,_(T_,o-T_)

where T_,_ is the adiabatic wall temperature, and T_ is the actual wall temperature.

If the adiabatic wall temperature (given by Shapiro [6], page 1099) is

To_ = Too + RU_/2/cp

which defines the recovery factor, R. (R _ 0.89 for air.) Then, with the Reynolds

Analogy (as suggested by Shapiro ([6], page 1100), and verified experimentally by

Holden ([7], Figure 12a), expressed as

C/ rto ,_ CH hconv
2 pg_ c,,pU_

the heat transfer may be inferred based on the wall friction as

r_cp _ 2Uo_R.q_ = -5--_(_ - T_) +

6





Or_

q_, = _--_-(h_ + R -h_) (2.2)

where h is the enthalpy, not the heat transfer coefficient. Comparing Equation 2.1

with Equation 2.2, and recognizing that Prt is numerically equal to R, it can be seen

that the expressions are substantially the same.

The wall functions are implemented using a dimensionless distance y+. This

distance is defined in terms of the resulting shear stress at the wall as y+ = y_-_/u.

The wall functions implemented in this version are claimed to be accurate over a range

of 60 < y+ < 700.



Chapter 3

Task 2: Verification

3.1 Background

Task 2 was completed in September, 1992. This task involved using the FDNS code

to predict the heat flux from a M = 3 Helium wall jet. The actual case is documented

in the experimental work of Holden [4].

In Holden's report, specific information about the actual profile conditions (ve-

locity and temperature) at the jet injection point were not available. This led to

a parametric study in the present investigation to determine the effects of various

assumptions about these conditions.

This effort is made to study the effects of inlet boundary conditions of the injection

on the wall heat transfer downstream of the injection slot. Results that follow are all

for test condition "Run 45" one of the test cases in Holden's report[4]. Computations

are carried out for a grid containing 121 by 41 mesh points. Grid spacing has been

adjusted to ensure convergent solutions and desired dimensionless normal distance

y+ within the range of 60 < y+ < 700, as is suggested by the author of the code, Dr.

Y. S. Chen.

In all cases, turbulence quantities k and c are assumed to be uniform at the exit

of the injection slot, and are given by

k = 0.001U_,/= Constant

= - Constant
O.03X_ I

3.2 Inlet Profile Effects

Fig. 3.1 shows the effects of the inlet temperature profile on the heat transfer down-

stream of the slot. In the figure, Holden's data are compared to computed results

from FDNS for both a constant inlet temperature and a turbulent inlet temperature

profile. In the computed results, the velocity profile at the inlet was taken as uni-

form. The turbulent inlet temperature profile was obtained from a contour map of

computed results for analysis of the injection nozzle alone. These injection nozzle
8
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computations were performed by Dr. Y. S. Chen[8]. This profile was approximated

by curve fit as
-0.3831

This figure shows that the effect of temperature profile on the predicted wall heat

flux is limited to a distance of 2 inches (about 30 - 35 times the slot height) from the

slot. In this region, (?hen's profile predicts a higher heat flux than the experimental

result.

Fig. 3.2 incorporates Chen's results for temperature and velocity at the injection

nozzle. The result, denoted 8.28 in the figure, underpredicts the heat flux over most

of the flow region.

Fig. 3.3 show the effect of the laminar versus turbulent velocity profiles on the

downstream wail heat flux. For these calculations, the inlet temperature profile was

assumed uniform. In the figure, the results corresponding to the turbulent veloc-

ity profile are denoted as 8.18, and those for the laminar assumption as 8.25. The

turbulent profile again was assumed as the 1/7 power law, and a simple parabolic

assumption was made for the laminar profile:

2

u(y)= (4967.77)

The laminar profile results in a very strong decrease, then an increase, in heat flux

over a short distance. This confirms that the assumption of a laminar velocity profile

at the slot inlet is clearly unreasonable.

Fig. 3.4 shows the effect of varying the inlet velocity profile. In this figure, both

computations use Chen's temperature profile, but one (denoted 8.16) uses uniform

velocity profile, while the other (denoted 8.18) uses an approximate turbulent profile

(the 1/7 power law):

U(y) = 4967.77 Y

It can be seen from this figure that the turbulent velocity profile does not result in a

better prediction than the uniform one.

3.3 Additional Verification

3.3.1 40K Combustor Data

Further measures were taken to test the usefulness of the FDNS code for determi-

nation of wall heat fluxes in the presence of a combusting, accelerating flow. A 40K

calorimeter combustor, manufactured by Pratt and Whitney, had been hot-fired at

MSFC and data from one of these firings was used to test the computer code. A

second benefit of this exercise is to determine the conditions of the hot gas which will

be entering the subscale nozzle.

10
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O/F 6.00

1775P_ (PSIA)

T (R)

p (slug/ft a)

7

6422

0.01055

1.1442

u (ft/sec)
H20

H2 (_3)

0
H (_s)

OH (a6)

Mach No. 0.203

1055.8

Table 3.1: ODE

O.6723

0.0032

0.2483

0.OO3O

0.0313

0.0418

7.5 4.0

1750 1750

6629 5392

0.01164 0.00918

1.1336 1.1929

0.203 0.203

993.4 1147.3

0.7213 0.4970

0.0223 0.0000

0.1327 0.4894

0.0105 0.0000

0.0294 0.0100

0.0835 0.0035

Results for Three O/F Ratios

A test case was chosen from many available by consultation with Carol Dexter

of MSFC [5]. The case, Run 027, had an O/F ratio of exactly 6.00, and the data

supplied by Dexter is included in the appendix.

The FDNS program requires the composition, velocity, and turbulence level of the

hot gas at the head end of the combustor, as well as the distribution of temperature

along the combustor wall. Here the complex details of the mixing and combustion

of the fuel and oxidizer are ignored; it is assumed that the hot gaseous products of

combustion enter the chamber with their initial velocity. The ODE program was used

to obtain the inlet conditions including gas composition, pressure, temperature, and

velocity. Table 3.1 gives the ODE results for O/F ratios of 6.00, 7.5, and 4.0. The

first column was used to provide the required inlet information.

The experimentally measured temperatures along the hot combustor wall were

used to specify the wall conditions. Although this is not predictive, since the wall

temperatures are being specified based on an experiment, it was considered to be the

best test of the ability of the FDNS code to determine the wall heat flux. That is, if the

exact wall temperature distribution is supplied, then any differences observed between

the computed and actual (measured) wall heat flux will not be due to uncertainties in

the wall temperatures. A spline routine was used to interpolate the data supplied by

Dexter to determine the appropriate wall temperature for each computational node

along the wall.

The unknown turbulence parameters (k, e) of the hot gases entering the combustor

was problematic. An incremental approach was adopted: beginning with low levels

of kinetic energy k, successive solutions were obtained with FDNS and the heat flux

results compared to the data from Dexter. It was found that higher values of k gave

the best results; however, convergent solutions could not be obtained for k > 0.1U 2.

Hence, the level of turbulence at the inlet of the combustor was fixed at k = 0.1U 2.

The results of the FDNS computation are shown in Figure 3.5. As can be seen,

the FDNS results are double those obtained by calorimetry. Note, however, that the

14
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general trend is captured well by FDNS. This indicates that the heat flux predictions

from the code are qualitatively correct.

3.3.2 P&W Predictions

As a final benchmark of the FDNS code, the analysis for the 40K Nozzle (with film

cooling) was performed, using the constant wall temperature of 1060R. This value

was suggested as reasonable by P&W, and was the value used in their computations

prepared for and distributed at the CFD consortium meeting in January, 1992. The

original data supplied by P&W are shown in the Appendix.

Figure 3.6 shows a comparison of wall heat fluxes for the constant wall temperature

case, with Tw = 1060R. The arrows at the base of the graph show the secondary and

primary injection points. Note that FDNS predictions are slightly higher than those

by P&W, but the trend is strongly reproduced.

3.4 Summary

3.4.1 Wall Jet

Parametric evaluation of the effect of inlet conditions of the wall jet of Holden [4]

case 45 on the wall heat transfer yielded the following findings:

1. FDNS wall heat flux predictions are sensitive to velocity and temperature inlet

profiles.

2. Use of constant over turbulent profiles yield acceptable, but not necessarily

better, wall heat flux results.

3. Laminar inlet profiles produce unreasonable results for the wall heat flux down-

stream of the wall jet.

3.4.2 Combustor

Computation of the expansion of hot gases though a combustor in the configuration

of the P&W 40K combustor yielded the following findings:

1. Higher values of turbulence kinetic energy at the inlet of the chamber, k_,_l_t,

resulted in wall heat fluxes which more closely match those from hot firings [5].

2. All ki,_l_t values used resulted in overprediction of heat fluxes.

3.4.3 Subscale Nozzle - P&:W Predictions

Computations for film cooling in the subscale nozzle for conditions similar to those

used in computations performed by P&W resulted in the following findings:

16
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i. FDNS closelyreproducescomputationsby other methods.

2. FDNS overpredictswall heat fluxes.
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Chapter 4

The Conjugate Problem

4.1 Background

As alluded to previously, the FDNS program computes (via wall functions) heat fluxes

corresponding to given wall temperatures. In order to have any type of predictive

capability a means for determining the correct wall temperatures must be available.

The wall temperatures and corresponding heat fluxes are obviously not indepen-

dent, but depend on the interaction at the wall surface between the hot gases flowing

inside and whatever cooling mechanism is supplied on the back side of the wall. The

task of simultaneously determining these two interface conditions, wall temperature

and heat flux, based on complete specification of thermal boundary conditions on

both sides of the wall, is known as a conjugate heat transfer problem.

(In the conceived Gas Generator Engine nozzle, the backside cooling will be sup-

plied by partially combusted fuel flowing through channels parallel to the hot gas

flow. In the 40K test article, the cooling will be supplied by water flowing through

a calorimeter jacket. The 39 water cooling channels are cut perpendicular to the

hot gas flow, so that the cooling water Will flow circumferentially around the nozzle.

Although this is drastically different from the flight article, this concept was chosen

to allow for qualitative comparison of nozzle wall heat fluxes in the presence and

absence of injected film coolant. It should be emphasized that the wall temperatures,

and resulting heat fluxes, are strongly dependent on the backside cooling mechanism.)

In order to achieve a prediction for the wall temperatures, so that the heat fluxes

could be obtained from FDNS, the conjugate heat transfer problem was solved it-

eratively by decoupling and matching conditions at the wall interface. This was

accomplished by treating the wall heat flux as being fully one-dimensional at each

location of the coolant channels, and applying simple heat exchanger theory to each

coolant channel.

4.2 Theory

Figure 4.1 shows a single circumferential cooling channel above and below is the "heat

exchanger model" of one such channel. At each axial location x, the heat flux was

19
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assumedto be givenby the heatexchangerrelation

q"= q/A = UATLM (4.1)

where U is the overall heat transfer coefficient, described by

1= ERt----"_= h_A1/2 + (4.2)

In this relation, h_ is the usual heat transfer coefficient for water flowing in the chan-

nels, and A1/_ is the surface area of one-half of the channel; Figure 4.2 shows the

resistance concept for computation of the overall heat transfer coefficient U, along

with some of the pertinent nomenclature. The area A1/2 is consistent with the as-

sumption that all the heat flow absorbed from one side of the channel. The required

heat transfer coefficient can be computed if the water flow rate and average water

temperature are known for each channel. The heat transfer coefficients were obtained

from the Dittus-Boelter equation:

Nu = 0.023Re°'Spr °'4. (4.3)

Here, both Nu and Re are based on the hydraulic diameter of the rectangular water

flow passage. The second term in Equation 4.2 is the conduction term, and depends

on the wall thickness Ax and the thermal conductivity k of the Inconel 625 nozzle

liner material. Aw in this equation is the circumferential area of the landing below

each cooling channel.

The water flow rates which were needed to compute the heat transfer coefficients

were taken from drawings supplied by Pratt. These flow rates, and there axial loca-

tions, are shown in Table 4.1 below. There are two sets of water flow rates: the high

one is for use during hot firings with no film coolant injection; the lower flow rates

will be used when film cooling is used. Note that for each channel, the flow is divided

at the inlet of the calorimeter jacket, and is reunited at the exit manifold (see Figure

4.1). This means that, for computing the heat transfer coefficients for each channel,

only one-half the flow listed should be considered.

The term ATLM in Equation 4.1 contains the wall surface tempel;ature and this

equation is what facilitates the uncoupling and iterative solution of the conjugate

heat transfer problem. ATLM is defined for a heat exchanger as the temperature

difference at one end of the exchanger less the difference at the other end of the

exchanger, divided by the natural logarithm of the ratio of the same two temperature

differences. For the calorimeter jacket, each channel is modeled as a "heat exchanger",

and the wall temperature at each x location is assumed to be constant around the

perimeter of the nozzle. The lower portion of Figure 4.1 has the nomenclature. The

temperature T,_ must be determined for the given heat flux. For a constant wall

temperature Tw, the log mean temperature difference ATLM is given by

ATLM = (To,,t- Ti,_) (4.4)
In [(To, t- T_) / (T_ - T_)]"
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Channel Axial Location Low Flow High Flow
Number inches lb/s lb/s

1
2
3
4
5
6
7
8
9
10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
3O
31
32
33
34
35
36
37
38
39

7.057
7.557
8.057
8.557
9.057
9.557
10.057
10.557
11.057
11.557
12.057
12.557
13.057
13.557
14.057
14.557
15.057
15.557
16.057
16.557
17.057
17.557
18.057
18.557
19.057
19.557
20.057
20.557
21.057
21.557
22.057
22.557
23.057
23.557
24.057
24.557
25.057
25.557
26.057

0.255
0.255
0.255
0.255
0.270
0.280
0.300
0.325
0.360
0.400
0.400
O.4OO
O.4OO
0.4O0
0.400
0.400
O.4OO
O.4OO
0.4OO
0.400
0.400
0.400
0.400
0.400
0.400
0.390
0.380
0.370
0.360
0.355
0.340
0.340
0.330
0.320
0.315
0.310
0.300
0.295
0.290

1.000
1.060
1.095
1.100
1.100
1.083
1.055
1.020
0.980
0.940
0.870
0.820
0.780
0.735
0.695
0.660
0.620
0.600
0.565
0.540
O.52O
0.500
0.480
0.46O
0.447
0.432
0.420
0.405
0.392
0.381
0.378
0.362
0.355
0.345
0.338
0.330
0.320
0.315
0.305

Table 4.1: Water Flow Rates
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The final relation neededto completethe decouplingis the temperature rise of
the cooling water. This is the sameasthe equation which would be usedto process
the data from the calorimeter; that is

q = q"A = rhcp(To,,t - Tin) (4.5)

4.3 Procedure

The procedure for the iterative solution of the conjugate heat transfer problem can

now be outlined:

. For the current distribution of wall surface temperatures, use the FDNS code

to solve for the hot gas flow through the nozzle. An output of this solution is

the wall heat flux corresponding to the given wall temperatures.

2. Based on the heat fluxes from step 1, use Equation 4.5 to compute the temper-
ature rise of the water for each coolant channel.

3. Based on the water flow rate and temperature rise, determine h_ via Equation

4.3.

4. Compute the overall heat transfer coefficient UA (Equation 4.2).

5. Compute the wall temperature T_, using the current heat flux by combining

Equations 4.1 and 4.4.

. When the wall temperatures are sufficiently close to those used in step 1, STOP.

Otherwise, return to step 1 and repeat using the newly computed wall temper-

atures.
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Chapter 5

Task 3: Computed Results

As mentioned earlier, the results of the chamber analysis were used to establish the

inlet condition to the calorimeter jacket. However, the results from the analysis of

the chamber as used for test 027 could not be used directly, owing to modifications

which are to be made to the chamber to accommodate the 40K nozzle. Specifically,

before the nozzle will be mounted to the chamber, 1.500" will be cut from the head

end of the combustor, and the tail end will be trimmed so that the overall length is

21.90". A new grid was generated corresponding to these modifications, and another

analysis performed. All other conditions were held fixed: O/F=6.0, Pc = 1775 lb/in 2,

k_,,t,t = 0.1U 2, and the same wall temperature distribution was impressed on the

chamber wall as that reported by Dexter [5]. The results from this analysis were used

as entry conditions to the 40K nozzle.

Lack of specific information about the cooling of the subscale nozzle outside of the

range of the 39 coolant channels led to the adoption of ad hoc assumptions to facilitate

the decoupling approach to the conjugate problem described earlier. Specifically, the

entry to the nozzle is at axial location x = 4.90", and the first coolant channel is

located at x = 7.057". For the no film cooling case, there will be no active cooling

in this intermediate region; only radiative cooling to the atmosphere surrounding the

test stand. For the film cooling case, there will be some back-side cooling provided

by the coolant flowing though the nozzle manifold assembly. However, both of these

scenarios present physics which cannot be easily incorporated into the framework of

the decoupling approach to the conjugate problem outlined previously. As a patch to

the solution methodology, the following simplifying assumption was made: the wall

temperature varies smoothly and quadratically from a fixed temperature at x -- 4.90"

to the level of temperature at the first coolant channel at x = 7.057". This assumption

allowed solutions to be obtained based on the previously outlined methodology.

5.1 No Film Cooling Case

The decoupling procedure described previously for solution of the conjugate problem

converged quickly (in about four iterations). In this case, it was assumed that the wall

temperature at the end of the chamber/beginning of the nozzle corresponded to the
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same temperature as that measured by Dexter [5]. A quadratic interpolation scheme

was used to fill in the missing temperature values up to the first cooling channel. The

temperature was matched at the first cooling channel with an arbitrarily assumed

zero slope.

The results of the iterations are seen in Figures 5.1 and 5.2. There are some non-

physical oscillation in the heat flux in Figure 5.1 which are caused by too coarse mesh

spacing upstream of the expansion at the (inactive) primary injection. From Figure

5.2, it can be seen that the maximum wall temperature is about 2200R, with an

average wall temperature of about 1750R. This corresponds to a maximum heat flux

(in the coolant channel section) of 750 Btu/ft2/s (see Figure 5.1), with an average

wall heat flux in the coolant channel section of about 650 Btu/ft2/s.

5.2 Film Cooled Case

The film cooled case used hydrogen gas supplied at ambient temperature (assumed

530R) at a pressure of 285 psi. Assuming isentropic expansion of the gas from the

reservoir to the M=1.42 primary exit results in a static temperature of 376R, a static

pressure of 86.2 psi, and a velocity of 5145 ft/s at the injector exit. For the exit area

of the injectors, this corresponds to a mass flow rate of 0.02 lb/s for each injector, or

a total flow rate of 2.68 lb/s for the 135 injectors.

Secondary coolant is supplied upstream of the supersonic film injectors to protect

these nozzles from the hot gas flow. For an isentropic expansion to M=I, the tem-

perature of the injected secondary coolant was 442R, and its velocity was 3905 ft/s.

This corresponds to a mass flow rate of 0.50 lb/s for the secondary. The total flow

rate simulated was 2.68 (primary) + 0.50 (secondary) = 3.18 lb/s.

A different set of ad hoc assumptions were used to substitute for inadequate knowl-

edge of the backside cooling associated with the film delivery system. It was assumed

that the temperature of the wall at the point of the secondary injection (the begin-

ning of the nozzle section) was the temperature of the injected gas, about 520R. It

was also assumed that the temperature of the wall at the point of the primary injec-

tion was the temperature of the cooling gas at this location, about 372R. Between

these two stations, a "pseudo-adiabatic" condition was imposed through the iterative

solution by forcing the wall temperature to equal the neighboring gas temperature.

Between the primary injection and the first coolant channel, a quadratic variation of

temperature was again used. Two different assumptions about the slope of the T(x)

function were tried: zero slope and constant slope based on the calorimeter jacket

section.

The decoupling procedure for the film cooling case was non-convergent in this

case. This is due to the inability of the simplistic quadratic interpolation procedure

to substitute for the incomplete description of the physics. Figure 5.3 shows the last

three iterations for the film cooled wall. The dashed lines are the temperatures and

the solid lines are the heat transfer rates. The non-convergence is evident. Note,

however, that all the solutions give similar results in the water calorimeter channel

section where complete information on the backside cooling was available. It was
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apparent from the iterative process that a fixed number of candidate solutions had

been exposed, as a repetitive cycle of solutions began to occur. Most of these could

be dismissed on grounds of non-physical behavior. The solution from iteration 13 was

deemed most plausible and will be considered correct for purposes of comparing with

the uncooled wall case. For this case (iteration 13), the maximum wall temperature

(in the coolant channel region) was about ll00R. The average temperature in this

section was about 1050R. The wall heat fluxes varied from a slightly negative value

(corresponding towall cooling) to a maximum and nearly constant value of about

200 Btu/ft2/s.

Note that although the predicted heat fluxes are felt to be too high, the converged

value of wall temperature in the calorimeter section of 1050R is strikingly close to

the value suggested by P_zW (see Appendix). This would tend to suggest that the

simple decoupling scheme, in conjunction with the FDNS heat flux predictions, yields

accurate values of wall temperature, in spite of high heat flux predictions.

5.3 Comparison of Results

Figure 5.4 shows the results from the converged no cooling case with the selected film

cooling case. The dramatic difference in these results shows the advantage which can

be expected by using film cooling.

Figure 5.5 shows the color contours of temperature of the hot gas flow when no

film cooling is used. Figure 5.6 presents the temperature contours for the case where

film cooling is used. Note that for the uncooled case, the temperature contours are

nearly one-dimensional in the axial direction. The addition of film cooling creates an

annular cooled buffer at the wall, as desired, but the one-dimensional axial core is

retained.

Figure 5.7 shows the computed hydrogen concentration contours, and Figure 5.8

provides a detail of the injector region. It is clear that the injected hydrogen pen-

etrates to about 1/3 of the nozzle radius with a concentration of 0.40 or greater.

Note that the core flow, which is not affected by the film coolant, has a hydrogen

concentration of about 0.25.
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Figure 5.5: Temperature Contours for No Film Cooling

Figure 5.6: Temperature Contours with Film Cooling
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Figure 5.7: HydrogenContoursfor Film Cooling
zJ

Figure 5.8: Hydrogen Contours for Film Cooling: Injection Detail
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Chapter 6

Summary

.

*

,

.

*

°

,

.

.

The Reynolds Analogy-based wall function gives reasonable, but not accurate,

estimates of the wall heat flux downstream of a wall jet.

The predictions obtained depend on the velocity and temperature profiles of

the flow at the injection. However, uniform profiles give as good agreement as

any other assumption (turbulent, or laminar). Of course, actual inlet profiles

will produce more accurate results.

The inlet velocity profile affects wall heat flux much more than the temperature

profile does.

The FDNS program tends to overpredict heat fluxes, but gives excellent quali-

tative agreement with experimental data and good agreement with other com-

putational predictions.

For the no film cooled case, the predicted maximum temperature in the calorime-

ter jacket section is 2200R, and the average temperature is about 1750R.

For the no film cooled case, the predicted maximum heat flux in the calorimeter

jacket section is 750 Btu/ft2/s, with an average wall heat flux of about 650

Btu/ft2/s.

For the film cooled case, the predicted maximum temperature in the calorimeter

jacket section is 1100R, and the average temperature is about 1050R.

For the film cooled case, the predicted heat flux in the calorimeter jacket section

varied from a slightly negative value to a maximum and nearly constant value

of about 200 Btu/ft2/s.

The simple decoupling procedure applied to handle the conjugate heat transfer

problem yields results for the cooled nozzle liner temperature in agreement with

values suggested by P_:W. With more accurate information about the backside

cooling, this procedure could be used to predict wall temperatures in other film

cooling applications.
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Channel

No.

1

2

3

4

5

6

7

8

9

I0

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

29

30

31

32

33

34

35

36

37

38

39

40

41

42

43

45

P&W 40K Subscale Calorimeter Chamber and H(,at Flux Data

Axial

Locatiot_

-16.702

- 16.342

-15.982

-15.622

- 15.262

-14.902

-14.542

-14.182

-13.822

-13.462

-13.102

-12.832

-12.532

-12.127

-I1.727

-I1.327

-I0.927

-I0.527

-I0.127

-9.727

-9327

-8.927

-8.527

-8.127

-7.727

-7327

-7.041

-6.821

-6.601

-6.381

-6.161

-5.941

-5.721

-5.501

-5.281

-5.061

-4.841

--4.621

-4.401

-4.181

-3.961

-3.741

-3.521

-3301

-3.081

i Wall
i Radius
12.8291

[2.8291

[2.8291
! .

i2.8291
12.8289

[2.8287

I 2.8286
!2.8287

2.8284

2.8284

2.8286

2.8288

2.8287

2.8287

2.8286

2.8289

2.8287

2.8291

2.8289

2.8289

2.8287

2.8293

2.8293

2.8292

2.8291

2.8288

2.8289

2.8272

2.823

2.8162

2.807

2.795

2.7803

2.7632

2.7434

2.7208
2.6966

2.6697

2.6393

2.6062

2.5705

2.532

2.4909

2.4468

2.4002

Land

Width

0.1078

0.1082

0.1085

0.1086

0.1089

0.1093

0.109
0.109

0.1087

0.1081

0.1081

0.1075

0.1053

0.0983
0.0994

0.0989

0.0989

0.09861

0.0987

0.099

0.0989

0.0984

0.0982

0.0983

0.0982

0.0859

0.05

0.0498

0.0494

0.0492

0.0478

0.0478

0.0477

0.0476

0.0502

0.0509
0.0509

0.0507
0.0505

0.0505
0.0505

0.0507

0.0508

0.0509

0.0505

No. of

Passa_:es
2

2

2

2

2

2

2

2

2

2

2

1

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2
2

2

Passage

Width

0.0719

0.0721

0.0714

0.0714

0.071

0.0708

0.0711

0.0713

0.0713

0.0719

0.0719

0.0721

0.1021

0.1013

0.1007

0.1011

0.1013

0.1014

0.1012

0.1011

0.10121

0.1015i

0.1018i

0.1018l

0.1018

0.1018

0.0598

0.0604

0.0607

0.0609

0.062

0.0622

0.0624

0.0623

0.0591

0.0591

0.0592

0.0592

0.0595

0.0595

0.0595

0.0594

0.0592

0.059

0.0591

Surface

Width (11
0.3594

03606

03598

0.36

03598

03602

0.3602

0.3606

036

036

• 036

0.1796

0.4148

0.3992

0.4002

0.4

0.4004

0.4

03998

0.4002

0.4002

03998

0.4

0.4002

0.4

03754

0.2196

0.2204

0.2202

0.2202

0.2196

0.22

0.2202

0.2198

0.2186

0.22

0.2202

0.2198

0.22

0.22

0.22

0.2202

0.22

0.2198

0.2192

Surface

639

6.41

6.40

6.40

6.40

6.40

6.40

6.41

6.40

6.40

6.40

3.19

737

7.10

7.11

7.11

7.12

7.11

7.11

7,11

7.11

7.11

7.11

7.11

7.11

6.67

3.90

3.92

3.91

3.90

3.87

3.86

3.85

3.82

3.77

3.76

3.73

3.69

3.65

3.60

3.55

3.50

3.44

338

3.31

Test 027C

q/A
1.5

7.7

11.2

" 14.7

18.2

22.5

23.9
253

27.1

28.6

27.2

27.4

27.4

27.4

27.6

28.5

26.8

27.2

27.4

26.5

26.5

26.5

25.55

24.6

25.2

25.85

26.5

25.8

24.5

25.8

25.3

26.7

26.6

26

26.6

27.9

30.6

28.7

30.9

29.5

31.8

34.1

34.5

36.2

373

Test027C

q
9.58

49.36

71.63

94.07

116.39

144.04

153.00

162.15

173.38

182.97

174.03

87.47

202.00

194.41

196.31

202.63

190.72

193.40

194.71

188.50

188.49

18834

181.68

175.01

179.18

172.48

103.44

101.01

95.69

100.53

97.99

103.16

10232

99.22

100.23

104.93

114.17

105.82

112.73

106.28

112.99

119.46

118.79

122.32

123.30

Test 027C

Wall Temp _)
582

757

1048

1138

1230

1259

1282

1255

1292

1320

1289
1269
1294

1269

1265

1226

1205

I140

1125

II00

I116

III0

1145

1139

1131

1141

1158

1212

1177

1214

1190

1117

1152

1148

1169

1180
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46

! 47

48

49

50

51

52

53

54

55

56

57

58

59

6O

61

62

63

64

65

66

67

68

69

7O

71

72

-2.861

-2.641

-2.421

-2.201

-1.981

-1.761

-1.541

-1.321

-1.101

-0.881

-0.661

-0.441

-0.221

-0.001

0.219

0.439

0.659

0.939

1309

1.684

2.0865

2.4925

2.8985

33045

3.7105

4.1165 1

4.5225

2.3507

2.2984

:22342

2.1853

2.1249

2.0616

1.995

1.9254

1.8531

1.7771

1.7101

1.6647

1.6391

1.6336

1.6897

1.8069

1.9342

2.0967

23112

2.5286

2.7618

2.9972

32324

3.4679

3.7036

3.93941

4.1749 I
I

0.0493
0.0489

0.0498

0.0496

0.0505

0.0512

0.051

0.0504

0.0511

0.0515

0.0515

0.0514

0.0514

0.0516

0.051

0.0503

0.0504

0.058

0.0654

0.0686

0.0896

0.0907

0.091

0.0906

0.091

0.091
0.091

2 0.0606

2 0.0611

2 0.0601

2 0.0602

2 0.0593

2 0.0587

2 0.0586

2 0.0598

2 0.059

2 0.0587

2 0.0587

2 0.0589

2 0.0583

2 0.0586

2 0.0587

2 0.0598

2 0.0596

2 0.0597

2 0.0594

2 0.0602

2 0.1133

2 0.1123

2 0.1119

2 0.11241

2 0.1121

2 0.112

2 0.1121

0.2198

0.22

0.2198

0.2196

0.2196

0.2198

02192

0.2204

02202

0.2204

02204

0.2206

0.2194

0.2204

0.2194

02202

0.22

0.2354

0.2496

0.2576

0.4058

0.406

0.4058

0.406

0.4062

0.406

0.4062

Q (Btu/sec) to Throat = 8007.2

Note 1: Surface width = No. of passages (land width + passage width)

Note 2: Surface Area = 2 pi (surface width)(wall radius)

3.25 40.4

3.18 40.9

3.09 43.2

3.02 45.4

2.93 47.7

2.85 50.4

2.75 53.4

2.67 55.6

2.56 58.3

2.46 60.4

237 56.7

231 54.8

2.26 51.95

2.26 49.1

233 43.6

2.50 28.1

2.67 2435

3.10 20.6

3.62 18.4

4.09 16.3

7.04 14.1

7.65 12.7

8.24 I1.9

8.85 10.4
9.45 9.4

10.05 8.9

10.66 8.4

Total Q (Btu/sec) --

131.16

129.94

133.29

136.89

139.85

143.50

146.73

148.25

149.47

148.64

134.28

126.45

117.38

111.08

101.56

70.25

65.10

63.88

66.69

66.71

99.29

97.10

98.08

92.00

88.85

89.44

89.50

9095.67
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Appendix B: P&W Data
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